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SEGMENT

  Technology :   Case Material : 

  Alloy :   Color (Box / Lid): 

  Maintenance :   Venting : 

  Origin :   Cover  : 

  HS Code :   Lid Type  : 

  Equivalent part :   Lid Technology : 

  EN 50342-1 :   Acide Specific gravity : 

  Voltage :

  Capacity (20 hrs) : 

  Capacity Reserve Indicative : 

  CCA (EN/IEC/SAE) @ -18°C :

  Classified as : 

  AGM Battery

  UN Number : UN 2800

  Classification (ADR / RID) : Class 8

  Packing Group :

B13

  New battery, Wet, Non-spillable, Electrical storage

TERMINAL TYPE EN / SAE (1)

  BASE HOLD-DOWN    

150 Min

800 Amps

TRANSPORTATION

Not Assigned. Batteries are exempted from all ADR/RID 

regulations, for land transportation.

  VERSION  October 2026

PERFORMANCES   LAYOUT 0 (-/+)

12 V

80 Ah

85071000 AGM

VRLA

W5-V3-C2-M3 1,3

Ca / Ca Black / Black

Free NO (VRLA)

SI Monlid with plugs

MASS (Kg)

GENERAL CONTAINER

AGM / VRLA Polypropylene

SHORT CODE F540 PREMIUM

Weight (Kg) : 23,00 Kg

GROUP SIZE

L4

EAN 13

3 663 932 027 605

DIMENSIONS

Max Lenght (L) : 315 mm

Max Width (W) : 175 mm

Max Height (H) : 190 mm
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